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GENERAL NOTES

NO WORK SHALL COMMENCE UNTIL TRAFFIC CONTROL REQUIREMENTS
ARE MET.

MAIL BOXES SHALL BE RELOCATED AS DIRECTED BY THE LOCAL
POSTAL AUTHORITY.

ALL UTILITIES, SCHOOL DISTRICTS, LOCAL POLICE, AND FIRE
DEPARTMENTS SHALL BE NOTIFIED BY CONTRACTOR PRIOR TO THE
START OF CONSTRUCTION.

UNLESS AUTHORIZED BY THE ENGINEER, ALL EXISTING ACCESS
POINTS SHALL BE MAINTAINED AT ALL TIMES BY THE CONTRACTOR.

DURING THE CONSTRUCTION, THE CONTRACTOR WILL BE REQUIRED,
AT HIS EXPENSE, TO HAVE AVAILABLE A WATER TRUCK OR SIMILAR
EQUIPMENT TO CONTROL DUST. IF NECESSARY, THE CONTRACTOR
SHALL BE REQUIRED TO CONTROL DUST DURING NON-WORKING HOURS.

ALL EXCESS MATERIAL (BROKEN CONCRETE, CULVERT PIPE, WASTE
ROADWAY EXCAVATION, SURPLUS MATERIAL FROM SEWER TRENCHES,
ETC.) SHALL BE LEGALLY DISPOSED OF OUTSIDE THE LIMITS OF
THE RIGHT-OF-WAY. 1T SHALL BE THE CONTRACTOR'S
RESPONSIBILITY TO SELECT DUMP SITES AND OBTAIN PERMISSION
AND ALL NECESSARY PERMITS TO USE SUCH DUMP SITES. PAYMENT
FOR THIS WORK SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE
FOR EARTH EXCAVATION,

ALL CONSTRUCTION SHALL BE DONE IN ACCORDANCE WITH THE STATE
OF ILLINOIS ‘STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION” ADOPTED JAN. 1, 2002; THE DETAILS IN THESE PLANS
AND THE SPECIAL PROVISIONS INCLUDED IN THE CONTRACT DOCUMENTS.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE

ENGINEER SHALL BE NOTIFIED BEFORE THE MONUMENTS ARE REMOVED.
THE CONTRACTOR SHALL CAREFULLY PRESERVE ALL PROPERTY MARKS
AND MONUMENTS UNTIL THE OWNER, AUTHORIZED SURVEYOR OR AGENT
HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION,

THE CONTRACTOR WILL BE REQUIRED 7O RELOCATE OR REMOVE AND
REPLACE SIGNS THAT INTERFERE WITH HIS CONSTRUCTION OPERATIONS,
AND TO TEMPORARILY RESET ALL SUCH SIGNS DURING CONSTRUCTION
OPERATIONS. THIS WORK WILL BE CONSIDERED AS INCIDENTAL TO
THE CONTRACT.

ALL WORK INVOLVING SIGNS SHALL BE GOVERNED BY THE FOLLOWING
REQUIREMENTS:

A. SIGNS SHALL NOT BE MOVED UNTIL PROGRESS OF WORK REQUIRES IT.

B. EVERY-SIGN REMOVED MUST BE RE-ERECTED AT A TEMPORARY LOCATION
IN A WORKMANLIKE MANNER AND BE VISIBLE TO TRAFFIC FOR WHICH IT IS
INTENDED. ALL SUCH SIGNS MUST BE MAINTAINED STRAIGHT AND CLEAN

FOR THE DURATION OF THE TEMPORARY SETTING.

C. ALL SIGNS SHALL BE RE~ERECTED IN PERMANENT LOCATIONS AS THE
ROADWAY IS COMPLETED. HORIZONTAL LOCATION FROM THE EDGE OF
PAVEMENT SHALL BE AS DESIGNATED BY THE ENGINEER.

D. ALL UNUSED SIGNS WILL BE RETURNED TO THE COUNTY.

E. LONGER POSTS MAY BE REQUIRED AT SOME TEMPORARY OR PERMANENT

SIGN LOCATIONS TO MAINTAIN PROPER SIGN ELEVATIONS.

PUBLIC AND PRIVATE UTILITIES:
ASCERTAIN THE EXACT LOCATIONS OF UTILITIES AND EXERCISE CARE
DURING HIS CONSTRUCTION OPERATIONS SO AS NOT TO DAMAGE THEM.

ALL COSTS ASSOCIATED WITH DAMAGE TO UTILITIES DUE TO CONTRACTOR'S

NEGLIGENCE SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.
ALL ELEVATIONS SHOWN ON THESE PLANS ARE ON U.S.C.S. DATUM.

ANY REFERENCE TO STANDARDS IN THE PLANS OR SPECIAL PROVISIONS
SHALL BE INTERPRETED TO BE LATEST STANDARDS OF THE DEPARTMENT.

THE CONTRACTORS ATTENTION IS CALLED TO THE FACT THAT SOME

QUANTITIES ARE GIVEN IN BOTH SUMMARY FORM AND ON THE PLAN SHEETS.

CARE SHOULD BE TAKEN TO AVOID DUPLICATION OF QUANTITIES.

THE CONTRACTOR IS REQUIRED TO TEMPORARILY RESET MAILBOXES THAT
INTERFERE WITH CONSTRUCTION.
TREE REMOVAL

CLEARING HEDGE REMOVAL

TREES NOT MARKED FOR REMOVAL SHALL BE CONSIDERED AS
DESIGNATED TO BE SAVED AND SHALL BE PROTECTED UNDER THE
PROVISIONS OF ARTICLE 201.05 OF THE-STANDARD SPECIFICATIONS.

ALL LIMBS, BRANCHES, AND OTHER DEBRIS RESULTING FROM THIS
WORK SHALL BE DISPOSED OF BY THE CONTRACTOR AT HIS OWN
EXPENSE OUTSIDE THE LIMITS OF THE RIGHT-OF-WAY.

ALL CLEARING, REMOVAL OF BUSHES, HEDCES AND TREES UNDER SIX
(6) INCHES IN DIAMETER WILL BE INCLUDED IN THE CONTRACT UNIT
PRICE FOR EARTH EXCAVATION.

THE CONTRACTOR WILL BE REQUIRED TO

THE COST IS INCIDENTAL TO THE CONTRACT.
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OVERHANGING LIMBS

OVERHANGING LIMBS ARE TO BE TRIMMED OR CUT OFF TO PROVIDE
A MINIMUM VERTICAL CLEARANCE OF TWENTY (20) FEET FROM THE
FINISHED SURFACE OF THE ROAD.

LIMB PRUNING SHALL BE PERFORMED UNDER THE SUPERVISION OF AN
APPROVED TREE EXPERT AS STATED IN THESE SPECIAL PROVISIONS
AND SHALL BE UNDERTAKEN IN A TIMELY FASHION SO AS NOT TO
INTERFERE WITH CONSTRUCTION.

ALL CUTS OVER ONE (1) INCH IN DIAMETER SHALL BE MADE FiLUSH
WITH THE NEXT LARGE BRANCH.

ALL LIMBS, BRANCHES, AND OTHER DEBRIS RESULTING FROM THIS
WORK SHALL BE DISPOSED OF BY THE CONTRACTOR AT HIS EXPENSE
OUTSIDE THE LIMITS OF THE RIGHT-OF-WAY.

THE COST OF THIS WORK WILL NOT BE PAID FOR SEPARATELY BUT
SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR TREE
REMOVAL.

TOPSOIL

TOPSOIL SHALL BE PLACED TO A DEPTH OF FOUR {4) INCHES AND
BE MEASURED IN SGUARE YARDS.

THE CROSS SECTIONS INDICATE THE FINISHED GRADE OF TOPSOIL.

TOPSOIL SHALL NOT BE STOCKPILED WITHIN THE LIMITS OF
CONSTRUCTION; THE LOCATIONS OF TOPSOIL STOCKPILED WITHIN
THE RIGHT-OF-WAY MUST BE APPROVED BY THE ENGINEER.

ROADWAY EXCAVATION

THE CONTRACTOR SHALL NOT CROSS COMPLETED BASE COURSE OR
EXISTING PAVEMENT, NOT SCHEDULED TO BE REMOVED, WITH LOADED
SCRAPERS OR TRACK EQUIPMENT.

ALL EXISTING DOMESTIC BUFFALO BOXES ARE TO BE ADJUSTED BY
THE CONTRACTOR. THE COST OF THIS WORK WILL BE INCLUDZD IN
THE CONTRACT UNIT PRICE FOR EARTH EXCAVATION,

EXCAVATION REQUIRED TO CLEAN SIDE ROAD DITCHES, CONSTRUCT
DRIVEWAYS OR CONSTRUCT SIDE ROAD APPROACHES SHALL BE
CONSIDERED INCIDENTAL TO EARTH EXCAVATION.

ALL SUITABLE EXCESS MATERIAL FROM SEWER TRENCHES, SIDEROADS,
ENTRANCES OR OTHER NECESSARY EXCAVATIONS SHALL BE USED IN
THE CONSTRUCTION OF THE ROADWAY. PLACEMENT AND COMPACTION CF

THIS MATERIAL SHALL BE CONSIDERED INCIDENTAL TO EARTH EXCAVATION

AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.

STORM _SEWERS STRUCTURES UTILITIES

THE STATION / OFFSET / ELEVATIONS NOTED FOR ALL DRAINAGE
STRUCTURES LOCATED IN THE CURB LINE REFER TO THE POSITION
OF THE ADJACENT PROPOSED EDGE OF PAVEMENT., THE CONTRACTOR
SHALL BE RESPONSIBLE FOR DETERMINING THE OFFSET NECESSARY
FOR THE STRUCTURES TO SET THE FRAME AND GRATES IN THE
PROPER LOCATION. ALL OTHER STRUCTURES ARE DIMENSIONED TO
THE CENTER OF THE STRUCTURE; ELEVATION INDICATES RIM
GRADES.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR. CONTACTING LOCAI
AGENCIES MAINTAINING SANITARY SEWERS, WATERMAINS, AND
STREET LIGHTS TO VERIFY THE MATERIALS AND METHODS ALLOWED
FOR THE ADJUSTMENT, RELOCATION, OR EXTENSION OF THE UTILITY
INVOLVED.

THE LOCATION AND ELEVATION OF EXISTING UTILITIES ARE
APPROXIMATE AND ARE PROVIDED BY THE OWNERS. THE EXACT
LOCATIONS AND ELEVATIONS ARE TO BE VERIFIED BY THE
CONTRACTOR THROUGH THE OWNER OF THE UTILITY.

ALL ADJUSTMENTS OR RECONSTRUCTIONS SHALL INCLUDE THE
REMOVAL AND REPLACEMENT, AT THE CONTRACTOR'S EXPENSE, OF
ALL UNSUITABLE TWO (2) FOOT INSIDE DIAMETER ADJUSTING
RINGS.

ADJUSTMENT OF STRUCTURES MAINTAINED BY OTHER AGENCIES SHALL
BE MADE TO THE SATISFACTION OF THE ENGINEER AND THE AGENCY
MAINTAINING THE SYSTEM OF THE STRUCTURE INVOLVED.

THE COST OF CONNECTING EXISTING STORM SEWERS TO THE PROPOSED
DRAINAGE SYSTEM AND CONNECTING PROPOSED STORM SEWER TO
EXISTING STRUCTURES SHALL BE CONSIDERED INCIDENTAL TO THE
CONTRACT, HOWEVER, THE NECESSARY PIPE USED WILL BE PAID FOR AT
THE. CONTRACT UNIT PRICE FOR “STORM SE

ER” OF THE SIZE REQUIRED.
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ALL EXISTING DRAINAGE FACILITIES, HEADWALLS AND FENCES NO LONGER
REQUIRED, IN THE OPINION OF THE ENGINEER, SHALL BE REMOVED. THE
COST OF REMOVAL OF EXISTING PIPE CULVERTS, STORM SEWERS, DRAINAGE
STRUCTURES, CONCRETE HEADWALLS, FENCING OR OTHER OBSTRUCTIONS

WHICH INTERFERE WITH THE PROPOSED IMPROVEMENTS AND WHICH ARE

NOT SHOWN TO BE REMOVED AS A SEPARATE PAY ITEM SHALL BE CONSIDERED
INCIDENTAL TO THE CONTRACT.

ANY OF THESE MATERIALS CONSIDERED SUITABLE

FOR SALVAGE BY THE ENGINEER SHALL BE STORED WITHIN THE RIGHT-OF-WAY
FOR LATER REMOVAL BY THE LAKE COUNTY DIVISION OF TRANSPORTATION.
UNUSABLE MATERIALS SHALL BE DISPOSED OF OUTSIDE THE LIMITS OF THE
RIGHT-OF -WAY IN ACCORDANCE WITH SECTION 202.03 OF THE STANDARD
SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER.

THIS WORK Will NOT BEPAID FOR SEPARATELY BUT SHALL BE CONSIDERED
INCIDENTAL TO THE CONTRACT AND NO ADDITIONAL COMPENSATION WILL BE
ALLOWED. TRENCH BACKFILL AND/OR PAVEMENT REPLACEMENT AND/OR
AGGREGATE BASE COURSE TYPE A WILL BE PAID FOR WHEN THE WORK LIES
UNDER EXISTING PAVEMENT AREAS.

DURING THE CONSTRUCTION OPERATION WHEN ANY LOOSE MATERIAL IS DEPOSITED
IN THE FLOW LINE OF DITCHES, GUTTERS OR DRAINAGE STRUCTURES SO THE

NATURAL FLOW OF WATER IS OBSTRUCTED, THE MATERIAL SHALL BE REMOVED AT
THE CLOSE OF EACH WORKING DAY. AT THE CONCLUSION OF THE CONSTRUCTION

OPERATIONS ALL DRAINAGE STRUCTURES SHALL BE FREE FROM ALL DIRT AND DEBRIS.

THIS WORK WILL NOT BE PAID FOR SEPARATELY BUT SHALL BE CONSIDERED
INCIDENTAL TO THE CONTRACT.

FRAME ELEVATIONS GIVEN ON THE PLANS ARE ONLY TO ASSIST THE CONTRACTOR IN
DETERMINING THE APPROXIMATE OVERALL HEIGHT OF THE STRUCTURE. FRAMES ON
ALL NEW STRUCTURES WILL BE ADJUSTED TO THE FINAL ELEVATION OF THE AREA IN
WHICH THEY ARE LOCATED AS PART OF THE STRUCTURE COST.

UNLESS OTHERWISE NOTED, LOCATIONS SHOWN ON THE PLANS ARE TO THE CENTER
OF STRUCTURES.
CLOSEST TO THE CENTER LINE OF THE ROAD, UNLESS OTHERWISE NOTED ON THE
STRUCTURE IN THE PLANS. ALL FLAT TOPS AND CONES ARE ASSUMED TO BE
ECCENTRIC.

FLAT TOPS AND CONES ARE TO BE TURNED SO THAT THE FRAME IS

BITUMINOUS OR CONCRETE PAVEMENT CROSSINGS SHALL NOT BE LEFT IN GRAVEL
OVERNIGHT. THIS WILL INCLUDE THE MAIN ROAD, SIDE STREETS, PRIVATE
ENTRANCES,

COMMERCIAL. ENTRANCES AND PARKING AREAS. TEMPORARY BITUMINOUS PATCHING AT
THE CONTRACTCR'S EXPENSE MAY BE USED IN LIEU OF IMMEDIATE PAVEMENT
REPLACEMENT.

AT LOCATIONS WHERE THE PROPOSED STORM SEWER CROSSES OVER UTILITIES, A

47 STYROFOAM CUSHION SHALL BE PLACED UNDER THE STORM SEWER WHEN DIRECTED
TO DO SO BY THE ENGINEER. THIS WORK SHALL BE CONSIDERED INCIDENTAL TO THE
CONTRACT.

BITUMINOUS CONCRETE AND_ BITUMINOUS BASE COURSE

BITUMINOUS CONCRETE SURFACE COURSE SHALL NOT BE
PLACED UNTIL ALL EARTH EXCAVATION, TOPSOIL PLACEMENT,
AGGREGATE BASE COURSE, AND BITUMINOUS CONCRETE BINDER
COURSE HAVE BEEN COMPLETED TO THE SATISFACTION OF THE
ENGINEER.

SAWCUT CONSTRUCTION JOINTS SHALL BE PROVIDED AT PAVED
COMMERCIAL OR PRIVATE ENTRANCES AND AT ALL SIDE ROADS.
THE COST SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE FOR
BITUMINOUS CONCRETE SURFACE COURSE.

THE MINIMUM COMPACTED THICKNESS OF ANY LIFT OF SURFACE COURSE
SHALL BE 1.5 INCHES. THE MAXIMUM COMPACTEDTHICKNESS OF ANY LIFT
OF BINDER COURSE SHALL BE 2.25 INCHES.

EROSION CONTROL NOTES
EROSION CONTROL SHALL BE PROVIDED IN ACCORDANCE WITH THE
SEQUENCE OF STAGE CONSTRUCTION. THE CONTRACTOR SHALI
SUBMIT A DETAILED SCHEDULE FOR APPROVAL.

SEDIMENT AND EROSION CONTROL DEVICES SHALL BE FUNCTIONAL
BEFORE THE PROJECT SITE IS OTHERWISE DISTURBED.

ALL DISTURBED AREAS SHALL 8E SEEDED OR SODDED AS SOON AS
PRACTICAL AFTER CONSTRUCTION ACTIVITIES IN THAT AREA

HAVE CONCLUDED. AREAS THAT HAVE BEEN STRIFPPED AND WILL
NOT RECEIVE PERMANENT LANDSCAPING BEFORE THE END OF THE
FALL SEEDING RESTRICTION SHALL RECEIVE CLASS 7 SEEDING -
TEMPORARY ERCSION CONTROL MIXTURE.

THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO PROTECT
WETLANDS FROM DAMAGE BY SEDIMENT, CONSTRUCTION EQUIPMENT
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WATER PUMPED OR OTHERWISE DISCHARGED FROM THE SITE
DURING CONSTRUCTION DEWATERING SHALL BE FILTERED.

GRAVEL ROADS, ACCESS DRIVES, PARKING AREAS OF SUFFICIENT
WIDTH AND LENGTH, AND VEHICLE WASH DOWN FACILITIES IF
NECESSARY, SHALL BE PROVIDED TO PREVENT THE DEPOSIT OF
SOIL FROM BEING TRACKED ONTO PUBLIC OR PRIVATE ROADWAYS.
ANY SOIL REACHING A PUBLIC OR PRIVATE ROADWAY SHALL BE
REMOVED BEFORE THE END OF EACH WORKDAY OR AS NEEDED.

EROSTON CONTROL MEASURES SHALL BE INSPECTED BY THE
ENGINEER PERIODICALLY AND WITHIN 24 HOURS OF ANY STORM
EXCEEDING /2 INCH PRECIPITATION. DAMAGED AND
INEFFECTIVE EROSION CONTROL MEASURES SHALL BE REPAIRED
OR REPLACED WITHIN 72 HOURS.

ALL CONTROL MEASURES SHALL BE KEPT OPERATIONAL AND
MAINTAINED CONTINUOUSLY THRGUGHOUT THE PERIOD OF LAND
DISTURBANCE UNTIL PERMANENT SEDIMENT AND EROSION CONTROL
MEASURES ARE OPERATIONAL

OR BY HIS WORK CREWS. THE CONTRACTOR SHALL ASSURE THAT

DEBRIS OR ANY CONSTRUCTION MATERIAL IS NOT DISPOSED OF
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